
	1700000 – Base Support Vehicles and Equipment

	Spec Item
	Title
	Description

	1
	General Information
	The Contractor shall manage, operate, maintain, alter, and repair base support vehicles and equipment (BSVE) located at <<Note to Spec Writer:  Insert installation name>>.


	1700000 – Base Support Vehicles and Equipment

	Spec Item
	Title
	Description

	2
	Management and Administration
	

	2.1
	Definitions and Acronyms
	<<Note to Spec Writer:  Modify or expand, as applicable, the list which follows.>>

	2.1.1
	Alpha Code
	The letter assigned to specify BSVE by type or class.

	2.1.2
	Automotive Vehicles
	Includes trailers and all self-propelled motor vehicles designed for highway or cross-country operations.  Specifically included are buses, sedans, trucks, carryalls, station wagons, ambulances, refuelers, defuelers, truck trailers, brush, structural, aircraft firefighting, and rescue operation trucks.

	2.1.3
	BSVE Service Call
	Repairs less than <<Note to Spec Writer:  Tailor the following limitations: 16 estimated total flat rate hours and $250 in total direct material costs>> such as battery replacement, tire repair, wiper replacement, engine jump-starts, emergency refueling, and other minor repairs or service necessary to return vehicles and equipment to safe operation.  Also includes towing into shop, field service, and installation/repair of specialized equipment.

	2.1.4
	Civil Engineering Support Equipment (CESE)
	A budget term used by the Government that refers to equipment under the responsibility of the Naval Facilities Engineering Command.  CESE includes automotive vehicles, construction, and railway equipment.

	2.1.5
	Construction Equipment
	All mechanical equipment used in the construction, alteration, or repair of buildings, bridges, roads, or other kinds of real property.  It includes pile drivers, power shovels, and cranes with special attachments, road rollers, tractors, scrapers, plows, and street sweepers.

	2.1.6
	Dispatch Hour (DH) Unit Price
	The unit price offered by the Contractor to provide one hour of BSVE operation services.  The unit price includes all direct and indirect costs associated with providing one qualified, properly licensed BSVE operator for 60 minutes.  Dispatch time begins at the actual departure time of the BSVE from the dispatch area (to pick up load and passengers), and ends with the return of BSVE to the dispatch area.  The unit price shall include the Contractor's hourly operator wage, costs for any projected overtime, subsistence (meals and lodging), and other operator-related costs; all costs for BSVE preparation, cleanup, and turn in; profit, field and home office overhead, clerical support, supervision, inspection, fees, taxes, licenses, permits, and insurance.  In short, all costs associated with providing an hour of BSVE operation services.

	2.1.7
	Downtime
	The period of time during Government regular working hours that a unit of BSVE is removed from service for maintenance.

	2.1.8
	Field Service
	Maintenance/repair service for BSVE that, because of its design or immobility, cannot economically be delivered to the maintenance facility.

	2.1.9
	Flat Rate Hour (FRH) Unit Price
	The unit price offered by the Contractor to provide one flat rate hour of work-in-place.  This unit price includes the Contractor's hourly mechanic wage adjusted to allow for the offeror's workforce productivity, and all costs for profit, tools, equipment, field and home office overhead, clerical support, supervision, inspection, fees, taxes, licenses, permits, and insurance.  In short, all costs associated with providing a specific flat rate hour of effort.

	2.1.10
	Installation/Repair of Specialized Equipment
	Alteration of BSVE (as delivered to the activity) to fulfill a special requirement, and any maintenance/repair required to keep such equipment operational.  Examples include, but are not limited to, installation and repair of light bars for security vehicles, installation and repair of bins inside an emergency/service vehicle, fabrication, and permanent installation of special materials to support a load.

	2.1.11
	Material Handling Equipment (MHE)
	Self-propelled and conveyor equipment used in storage and materials handling operations in and around warehouses, shipyards, industrial plants, airfields, magazines, depots, docks, terminals, and on-board ships.  Included are warehouse tractors, forklift trucks, rough terrain forklift trucks, platform trucks, pallet trucks, conveyors and conveyor systems, and straddle carrying trucks.

	2.1.12
	Transient Equipment
	CESE belonging to another Government activity visiting the installation on official business or operating in the vicinity of the installation and experiencing equipment problems requiring assistance, e.g., refueling at CESE fueling facility or towing service.

	2.1.13
	Weight Handling Equipment (WHE)
	Includes mobile or transportable truck, crawler, and railway mounted locomotive cranes normally used for lifting, moving, and placing heavy material or equipment.  For purposes of this contract, WHE does not include portal, gantry, jib, and other facility type cranes.

	2.2
	General Maintenance and Repair Requirements
	<<Note to Spec Writer:  The purpose of this Spec Item is to establish a system so more important items of BSVE (e.g., ambulances, fire trucks, etc.) will receive a higher priority for maintenance and repair.  Tailor the example time limits shown below, i.e., response, downtime, reporting time based on the types of BSVE in the fleet and their importance.>>

	2.2.1
	Established Priorities
	J-1700000-01 indicates the Priority assigned to each piece of BSVE in the fleet.  The Government may change the priorities of up to 10% of the BSVE without a contract modification.  The Contractor shall perform maintenance and repair in accordance with the timeframes established in the following priorities:

	2.2.1.1
	Priority 1
	Generally, Priority 1 BSVE includes emergency vehicles (ambulances, fire trucks, police sedans and pickups), utility boom bucket trucks, and automobiles assigned to Commanding Officers and their staffs.  However, the KO may designate Priority 1 work without regard to the type of vehicle use.  Work on BSVE in this category shall start immediately after being reported down or received in the shop during regular working hours, and within <<Note to Spec Writer:  Insert number of hours>> hours after regular working hours.  In the event BSVE will be down more than <<Note to Spec Writer:  Insert number of hours, e.g., 24>> continuous hours, the Contractor shall notify the KO of the reason for the delay, action being taken to shorten the delay, and the estimated day and hour BSVE will be returned to service.  Excluding such delays, the Contractor shall work uninterrupted until maintenance/repair is complete.

	2.2.1.2
	Priority 2
	Generally, Priority 2 BSVE includes designated buses, automobiles assigned to base tenant activity staffs, emergency service vehicles, cranes, and MHE.  However, the KO may designate Priority 2 work without regard to the type of vehicle use.  Work shall be completed on BSVE in this category within <<Note to Spec Writer:  Insert number of hours, e.g., two>> hours after being reported down or received in the shop during regular working hours, and within four hours after regular working hours.  In the event BSVE will be down more than <<Note to Spec Writer:  Insert number of hours, e.g., 48>> continuous hours, the Contractor shall notify the KO of the reason for the delay, action being taken to shorten the delay, and the estimated day and hour BSVE will be returned to service.  Excluding such delays, the Contractor shall work uninterrupted until maintenance/repair is complete.

	2.2.1.3
	Priority 3
	Work shall be completed on BSVE in this category within <<Note to Spec Writer:  Insert number of days, e.g., five>> working days after being reported down or received in the shop.

	2.2.2
	Allowable Downtime Standards
	The Contractor shall manage the overall maintenance effort so BSVE downtime does not exceed the allowable downtime standards specified below.  For the purpose of computing downtime, regular working hours is defined as eight hours per day, <<Note to Spec Writer:  Insert Government regular working hours>>, Mondays through Fridays, except observed Federal holidays.

	2.2.2.1
	Downtime Computation
	Downtime for Priority 1 BSVE shall commence immediately when reported down or received in the shop during regular working hours.  Downtime for Priority 2 BSVE shall commence <<Note to Spec Writer:  Insert number of hours, e.g., two>> hours after being reported down or received in the shop during regular working hours.  Downtime for Priority 3 BSVE shall commence <<Note to Spec Writer:  Insert number of days, e.g., two>> working days after BSVE is reported down or received in the shop.  Downtime will terminate when a unit is returned to service.  Any time period that BSVE is returned to the Contractor for rework shall be included in the downtime computation.  Any time period BSVE is under the control of the Government shall not be included in the downtime computation.  When computing downtime, fractions of hours shall be rounded to the nearest hour (less than 30 minutes = 0, 30 minutes or more = one hour).

	2.2.2.2
	Alpha Group Downtime
	For any given alpha group (see J-1700000-02), the total hours of availability per month equals the total number of units in the group times the number of regular working hours per month.

	2.2.2.3
	Allowable Downtime
	Downtime hours per shop repair order shall not exceed the allowable individual BSVE downtime specified in J-1700000-02.  Downtime hours per individual alpha group shall not exceed 10% of the total available hours per individual alpha group per month (invoice period).  If the Government elects to have work performed by other than the Contractor, any downtime associated with such performance will not be included in the downtime computation.

	2.2.2.4
	Temporary Suspensions
	When the Contractor experiences a delay in material receipt that will cause the individual unit downtime of a particular unit to exceed the allowable, the Contractor may request a temporary suspension of downtime accumulation for that unit from the KO.  Written requests shall include a copy of a purchase order showing the material order date and expected delivery date, and information demonstrating the lack of required material is beyond the Contractor's control.  Downtime suspensions will not be approved if the material in question should have been stocked in adequate quantities to meet expected demand, was not ordered to allow for adequate vendor lead times, or if the shipping method used to transport the material causes/contributes to the delay.  If granted, suspension of downtime accumulation will only cover the period from the date/time the Contractor's written request was provided to the KO to the date/time the material is received.  The Contractor shall notify the KO immediately upon receipt of the material, and provide written documentation showing date and time of receipt.

	2.2.3
	Excessive Repairs
	The one-time repair limits set forth in Appendix F of NAVFAC P-300 do not apply.  Within the service levels (see J-1700000-01), the Contractor shall perform all repairs, regardless of the cost of the repair or age of the BSVE.  Any BSVE that exceeds NAVFAC P-300 life expectancies shall be maintained as if it were in its last year of life expectancy.  For example, an eight-year old BSVE Code (EC) 0313 pickup truck shall receive the same level of maintenance as a six-year old pickup truck.

	2.2.4
	Shop Repair Orders (SROs)
	<<Note to Spec Writer:  If the client does not require CAC reporting, tailor the following sentence accordingly, and delete J-1700000-03.>>  The Contractor shall prepare SROs per NAVFAC P-300 and P-307 for all work performed, entering in Block (2) of the SRO the appropriate Installation Management Accounting Project (IMAP) Cost Account Codes (CACs) listed in J-1700000-03.  The Contractor shall maintain commercial SROs for any work covered by warranties and recalls.

	2.2.5
	Major Repairs (IDIQ)
	When ordered, the Contractor shall perform major repairs under the unit priced labor work (negotiated) portion of the contract when the estimated labor hours and material cost to complete the work exceeds <<Note to Spec Writer:  Tailor the following thresholds and coordinate with Spec Item 3.3.1.4, BSVE Repair, e.g., 16 estimated flat rate hours and $250 in total direct material costs>>.  Major repairs include, but are not limited to, overhauls, complete paintings, rebuilds, rehabilitations; replacement of major components, assemblies, and subassemblies; machining, welding, and specialized adjustments such as front end aligning and frame straightening.  All major repairs shall be performed in accordance with manufacturer maintenance service manuals and NAVFAC P-300, whichever is more stringent.

	2.2.5.1
	IDIQ Preparation of Proposals
	The Contractor shall prepare and submit a proposal in accordance with the requirements identified in Annex 2.

	2.2.5.2
	Labor Requirements
	Chilton Labor Guide, Mitchell Mechanical Parts/Labor Estimating Guide, or similar estimating sources shall be used for determining the number of flat rate hours required to complete the scope of work.  Total labor cost will be determined by totaling the number of flat rate hours and then multiplying by the flat rate hour unit price.

	2.3
	Records and Reports
	The Contractor shall maintain CESE and MHE records in accordance with NAVFAC P-300 and NAVFAC P-307.  Such records include the following:

a.  Individual vehicle/equipment history jackets

b.  DD Form 1342, DoD Property Record (Government-furnished equipment)

c.  Accident damage repair estimates

d.  Vehicle repair status

e.  Annual safety and reliability inspection checklists

f.  Railroad operations

Reports are listed in Section F of the solicitation.  The Contractor shall submit accurate and complete documents within the required timeframes.

	2.4
	Fleet Size
	Fleet size shall be based upon the actual quantity of equipment in the fleet at a given time, and is not a cumulative total of the equipment maintained throughout the contract.  The number of BSVE may vary as much as <<Note to Spec Writer:  Insert percentage, e.g., 5%>> without a contract modification.  Contractor acquired equipment provided to offset non-availability when the Contractor exceeds maximum allowable downtime standards shall not be considered additions to the fleet.  Each item of equipment pending removal from the fleet, and its designated replacement, shall be counted as a single unit for inventory purposes while the replacement unit is prepared for service (e.g., corrosion protection, equipment installation, marking, and record establishment).  Repairs to keep equipment safe and reliable while pending disposition shall be required.

	2.5
	BSVE Operators
	BSVE operators shall comply with all Federal, state, and local laws and regulations.
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	3
	FFP Work
	The Contractor shall perform operations, support services, and maintenance of BSVE.
	J-1700000-01 describes the inventory to be maintained.  Historical data is provided in J-1700000-04.

<<Note to Spec Writer:  If service levels do not apply, delete the following and modify Spec Item 2.2.3, Excessive Repairs and J-1700000-01.>>

BSVE will be maintained at the condition indicated in the following Service Level descriptions:

SL1:  Vehicles are in excellent mechanical condition and need no reconditioning.  Bodies and interiors are free of visible defects and there is no rust.

SL2:  Vehicles are free of any major defects and mechanical problems.  Bodies and interiors have only minor blemishes and need minimal reconditioning.

SL3:  Vehicles have some mechanical and/or cosmetic defects, but are in safe running condition.

SL4:  A significant number of vehicles have mechanical and/or cosmetic defects and may be in questionable running condition.
	Appropriate equipment and qualified operators are provided within the designated time.

Reports are accurate, on time, and complete.

<<Not to Spec Writer:  If service levels do no apply, delete compliance with service level standards in the following statement.>>  BSVE are safe and reliable per NAVFAC P-300 and P-307, available, and comply with designated service level standards.

	3.1
	Operations
	The Contractor shall operate BSVE to ensure supplies and personnel are transported and requested services are performed.
	
	Operation functions are performed with the proper equipment and within designated time in a safe and efficient manner.

	3.1.1
	Taxi Service
	The Contractor shall provide scheduled and unscheduled taxi service to ensure passengers are picked up and dropped off at designated locations in an appropriately sized vehicle ( e.g., number of occupants per vehicle including the driver shall not exceed manufacturer’s designation), and transported in a safe and timely manner.
	<<Note to Spec Writer:  Tailor the following example.>>

Scheduled

The guard mail courier shall be picked up at 9:00 AM each regular working day at Building 12, transported to Building 96, and returned to Building 12.

The timekeeper shall be picked up every Thursday at 3:00 PM at Building 108, transported to Building 96, and returned to Building 108.

Unscheduled

Radio-dispatched taxi service shall be provided to authorized users between <<Note to Spec Writer:  Insert hours of operation, e.g., 8:00 AM to 4:30 PM>> Monday through Friday.

Taxi Service shall be provided <<Note to Spec Writer:  Insert geographic limitations>>.
	Taxi service is provided within <<Note to Spec Writer:  Insert number, e.g., five>> minutes of a scheduled service or within <<Note to Spec Writer:  Insert number, e.g., 15>> minutes of an unscheduled request.

Passengers are transported in an appropriately sized, safe vehicle.

Taxi drivers obey all traffic laws.

The Contractor shall not exceed <<Note to Spec Writer:  Insert number>> validated customer complaints per month.

	3.1.2
	Scheduled Shuttle and School Bus Service 
	The Contractor shall provide scheduled shuttle and school bus services to ensure passengers are picked up and dropped off at designated locations, and transported in an appropriate, safe, and timely manner.
	Shuttle Bus

Bus schedules and pickup points are provided in J-1700000-05.

School Bus

Service shall be provided in accordance with the schedules and routes specified in J-1700000-05.  Service is not required on school holidays, regularly scheduled school vacations, or when schools are closed for inclement weather.

Buses shall be free of dirt, graffiti, and litter.

Buses shall be operated in accordance with <<Note to Spec Writer:  Insert local safety standards>>.
	Shuttle and school buses do not depart stops earlier than scheduled departure time or later than <<Note to Spec Writer:  Insert number>> minutes for shuttle buses and <<Note to Spec Writer:  Insert number>> minutes for school buses after scheduled departure time.

Buses are clean and in safe operating condition, and heat/air conditioning is working.

The special needs of handicapped passengers are met.

The Contractor shall not exceed <<Note to Spec Writer:  Insert number>> validated customer complaints per month.

	3.1.3
	WHE/MHE/ CESE Services
	The Contractor shall provide WHE/MHE/CESE services when dispatched to accomplish <<Note to Spec Writer:  Insert list of services, e.g., crane service, road grading, etc.>>.
	<<Note to Spec Writer:  Cite specific references in the following documents.>>  Operators shall comply with the following standards as applicable:

(1) NAVFAC P-300

(2) NAVFAC P-307

(3) 29 CFR Part 1910

(4) OPNAVINST 5100.23

Necessary permits for the movement of overweight/oversized loads on public highways shall be obtained.

Vehicles used for transporting ammunition, explosives, or other dangerous/hazardous material shall be marked and operated per NAVSEA OP-2239 and the rules and regulations prescribed by the Federal Motor Carrier Safety Regulations, U.S. Department of Transportation, Federal Highway Administration, Bureau of Motor Carrier Safety.
	Appropriate equipment and qualified operators and support personnel are provided within <<Note to Spec Writer:  Insert number>> hours of request or by the requested scheduled time, and necessary permits obtained.

Services are completed in accordance with applicable statutes and publications.

	3.1.4
	Railroad Operation
	The Contractor shall provide railroad operation when dispatched to accomplish <<Note to Spec Writer:  Insert list of operations, e.g., picking up cars from off-station, bringing on-station, breaking up trains, switching and spotting cars to be unloaded>>.
	Operating personnel shall have experience in operating locomotives of the size and capability furnished by the Government, coordinating driving and braking forces, and the application of necessary safety precautions.

Railroad trackage, including the connection with the main line and all trackage, is shown in J-1700000-06.

Records shall be maintained of all railroad operations, to include verification of car numbers, car movements, car position, and train operating reports.
	Rail movements are accomplished by the designated completion time.

Dispatched equipment and number of qualified operators and support personnel are appropriate for the requested type of support.

	3.1.5
	Fuel Delivery Service
	The Contractor shall provide gasoline, diesel fuel, and heating oil delivery service to ensure fuel is readily available at sites listed in J-1700000-07.
	Deliveries shall be accomplished per the Contractor generated schedule.

The Government will furnish all fuels.
	Services are provided per Contractor's schedule.

Tanks are topped off when fueled, and safety procedures are followed.

There are no lapses in fuel availability.

	3.2
	Support Services
	The Contractor shall provide BSVE support services to ensure that the service requirements are met.
	
	Support services are performed in an efficient, accurate, and timely manner.

	3.2.1
	Operator Testing and Licensing
	The Contractor shall provide operator testing and licensing services for all activity personnel who will be operating CESE or WHE/MHE.
	Testing and licensing is performed in accordance with NAVFAC P-300 for CESE operators and NAVFAC P-307 for WHE operators.  Operators engaged in transporting ammunition, explosives, or other dangerous/hazardous material are qualified in accordance with NAVSEA OP-2239 and NAVFAC P-300.
	All operators are properly licensed.

The Contractor shall not exceed <<Note to Spec Writer:  Insert number>> validated customer complaints per month.

	3.2.2
	Dispatching Service
	The Contractor shall provide dispatching service for BSVE between the hours of <<Note to Spec Writer:  Insert hours of operation>>.
	BSVE dispatched shall be inspected by the operator in the presence of the dispatcher at both checkout and check-in, and all discrepancies noted on the inspection form (NAVFAC Form 9-11240/13).  Dispatch trip tickets (DD Form 1970, Motor Equipment Utilization Record) shall be issued, and a dispatch log (NAVFAC Form 9-11240/2) shall be used to record all BSVE dispatched off station and for all Class C pool vehicles.  BSVE shall be dispatched in accordance with <<Note to Spec Writer:  Insert local instruction(s)>>.  The Contractor shall ensure dispatchers are cognizant of the Government's fuel conservation program, and trips are consolidated whenever possible.
	Dispatch service is provided during specified hours of operation.

BSVE are assigned in compliance with activity instruction.

The Contractor shall not exceed <<Note to Spec Writer:  Insert number>> validated customer complaints per month.

	3.2.3
	Fuel Dispensing Facility
	The Contractor shall operate the Government-furnished fuel dispensing facility to ensure fuel, lubricating oil, air, and water are provided to all activity and tenant activity equipment during operating hours.
	The Fuel Dispensing Facility is identified in J-1700000-08.
	Facility is operational and accessible during <<Note to Spec Writer:  Insert hours of operation>>.

Quantities of fuels dispensed are accurately reported by CAC on monthly basis.

	3.2.4
	Vehicle Washing and Waxing
	The Contractor shall operate and maintain the Government-furnished vehicle washing facility during Government regular working hours.  The Contractor shall clean, wash, and wax vehicles as specified and/or scheduled.
	Washing includes both interior and exterior surfaces.  <<Note to Spec Writer:  Insert special washing requirements, e.g., vehicles designated for use by VIPs shall be washed, waxed, and ready for use at all times.>>  All other vehicles shall be washed and waxed <<Note to Spec Writer:  Insert frequency (e.g., at the completion of scheduled preventive maintenance) or request the Contractor provide a schedule for approval>>.
	Facility is operational during Government regular working hours and detergents, wax materials, and associated supplies are available.

Vehicles are cleaned, washed, and waxed in accordance with accepted commercial practices.

	3.2.5
	Non-Government Owned Leased Vehicles
	The Contractor shall coordinate and schedule required maintenance and repair of leased vehicles.
	
	Vehicles are picked up from the lessee and dropped off at the Maintenance Control Center (MCC) or service provider and returned to the lessee as scheduled.

	3.2.5.1
	GSA Leased Vehicles
	The Contractor shall coordinate and schedule required maintenance and repair, including vehicle pickup from user, transport of vehicle to and from the service provider, return of vehicle to user, and provide required reports.
	A commercial Fleet Services card will be issued for each GSA vehicle and shall be used by the Contractor for the purchase of fuel and minor maintenance and repair services.

The Contractor shall ensure preventive maintenance is performed at the intervals specified by GSA Fleet MCCs and by approved service providers.

Unscheduled repairs exceeding <<Note to Spec Writer:  Insert your activity repair cost threshold, e.g., $100>> must be authorized by the MCC.
	Vehicles are picked up from the lessee and dropped off at the MCC or service provider and returned to the lessee as scheduled.

	3.2.5.2
	Other Commercial Leased Vehicles
	Per the commercial vehicle lease, the Contractor shall coordinate and schedule required maintenance and repair, including vehicle pickup from user, transport of vehicle to and from the service provider, and return of vehicle to user.
	A commercial Fleet Services card will be issued for each commercially leased vehicle and shall be used by the Contractor for the purchase of fuel and minor maintenance and repair services.


	Vehicles are picked up from the lessee and dropped off at the MCC or service provider and returned to the lessee as scheduled.

	3.3
	Maintenance
	The Contractor shall maintain, repair and alter BSVE to keep in fully operational condition.
	J-1700000-01 describes the inventory to be maintained.  BSVE are to be maintained and repaired based on the assigned Service Level.  Historical data is provided in J-1700000-04.
	Maintenance and repair functions are performed in accordance with manufacturer specifications and recommendations.

	3.3.1
	Maintenance (Government-Owned)
	The Contractor shall maintain, repair and alter Government-Owned BSVE to keep in fully operational condition.
	The Contractor shall manage the overall maintenance effort so equipment downtime does not exceed the allowable downtime standards.  In the event actual downtime exceeds the allowable downtime standards during any given month, the Contractor's invoice will be adjusted using the procedures provided in the DEDUCTIONS FOR EXCESSIVE DOWNTIME clause, Section E.
	Government-Owned BSVE maintenance and repair functions are performed in accordance with manufacturer specifications and recommendations.

Contractor complies with downtime standards specified in J-1700000-02.

The Contractor shall not exceed <<Note to Spec Writer:  Insert number>> validated customer complaints per month.

	3.3.1.1
	New and Reassigned Used Vehicle Service
	The Contractor shall perform specific services on all new and reassigned used vehicles added to the fleet.
	New Vehicles

Prepare history jacket, property record information sheet, Preventive Maintenance (PM) record, and initial new service SRO; perform an initial safety inspection; clean windows; install parts/equipment shipped with vehicle; apply corrosion preventive compounds, if not applied by the manufacturer; service all fluid levels and tire pressures; and apply appropriate vehicle markings as required.

Reassigned Used Vehicles

Service includes an oil change, tune-up, lube, reliability inspection, and repair of any deficiencies noted during the required inspections.
	Required services are correctly performed.

	3.3.1.2
	Inspection and Load Test Certification of WHE and MHE
	Perform inspection, testing, and certification of all WHE and MHE to maintain equipment in a safe and fully operational condition.
	The Contractor shall provide a schedule for testing the equipment listed in J-1700000-01.  Names of Contractor personnel performing load testing certification shall be submitted to the KO within 30 days from contract start.

In addition, inspection, testing, and certification shall be performed after an adjustment, repair, replacement, or alteration/modification of a load bearing or load controlling part of a component that upon failure could cause dropping, uncontrolled shifting, or movement of the load.  The Contractor shall perform repairs found necessary as a result of any inspection/test.
	Inspection and testing performed per NAVFAC P-300, NAVFAC P-307, and the equipment manufacturer's instructions and manuals as specified.

Certification is current and posted on equipment in full view of operator; copy provided to KO and a copy placed in history file within two working days.

Repairs are identified and performed.

SROs are accurate and complete.

	3.3.1.3
	Preventive Maintenance Inspections
	The Contractor shall perform preventive maintenance (PM) inspections, including safety and reliability inspections for automotive vehicles, on BSVE listed in J-1700000-01 per NAVFAC P-300.
	The Contractor shall submit a PM schedule within <<Note to Spec Writer:  Insert due date, e.g., 15 calendar days of contract start>>.

PM shall be performed up to <<Note to Spec Writer:  Insert number, e.g., 14>> calendar days prior to the `d date if the equipment is in the shop for any other reason.

PM inspections and any related repair work shall be completed within three working days after BSVE is received, except where the criteria for Priority 1 or 2 applies.
	All checkpoints correctly completed.

Safety and operational deficiencies found are corrected using accepted quality standards and manufacturer's recommendations.

Work completed by date scheduled.

SROs are accurate and complete.

	3.3.1.4
	BSVE Repair
	The Contractor shall perform body, fender, and mechanical repairs to ensure BSVE are safe, operational, and present a sightly appearance.
	Repairs in excess of <<Note to Spec Writer:  Coordinate the following thresholds with those identified in Spec Item 2.2.5, Major Repairs (IDIQ), e.g., 16 estimated flat rate hours and $250 of total direct materials costs>> may be ordered under the IDIQ portion of the contract.
	BSVE are returned to safe, operable condition and comply with Service Level descriptions.

SROs are accurate and complete.

	3.3.1.5
	BSVE Service Calls
	The Contractor shall accomplish service calls in the shop and/or in the field to return BSVE, including transient equipment, to safe and operational condition.
	The Contractor shall respond to disabled BSVE within a <<Note to Spec Writer:  Insert number>> mile radius of the activity.
	Disabled BSVE are responded to within <<Note to Spec Writer:  Insert number>> minutes during Government regular working hours and within <<Note to Spec Writer:  Insert number>> minutes after Government regular working hours.

BSVE are returned to safe, operable condition.

	3.3.2
	Maintenance (Non-Government Owned)
	<<Note to Spec Writer:  Based on installation's maintenance responsibilities provided in the commercial lease, select items from 3.3.1 that apply.>>
	
	<<Note to Spec Writer:  Based on installation's maintenance responsibilities provided in the commercial lease, select items from 3.3.1 that apply.>>
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	IDIQ Work
	IDIQ work may be ordered utilizing DoD EMALL in accordance with Section H or on a task order in accordance with the PROCEDURES FOR ISSUING ORDERS clause in Section G.  The order will specify the exact locations and types of work to be accomplished.  The period of performance will be specified in each order.
	Refer to IDIQ ELINs for task listings, descriptions, and related requirements.  All periods of performance are measured from issue date of order to acceptance of the work.  Performance standards for IDIQ work will be the same as those in Spec Item 3 where applicable.
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